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ANGLE GAGE BLOCK SETS

Code Blocks per set Angle Step Quantity
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= Standard for angle measurement

= Accuracy +10"
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ANGLE GAGE BLOCKS

l INSPECTION
CERTIFICATE

Individual
Code Angle (a) H (mm)
4002-A1* 1° 11.5
4002-A3 * 3° 14.0
4002-A5 * 5° 16.5
4002-A9 * 9° 22.0
4002-A15* 15° 30.5
4002-A27* 27° 48.0
4002-A30* 30° 53.5
4002-A41%* 41° 75.0
4002-A45* 45° 84.0
4002-B1* 1 10.0
4002-B3 * 3 10.0
set angle of plate 4002-B5 * 5 10.0
Unit: mm ‘I 4002-B9 * 9 10.0
O O L 4002-B20* 20' 10.0
. Q ' 4002-B27* 27" 10.0
{ o~ o ,rl 4002-B30* 30' 10.0
[+ * 0
= T = ; 4002-C6 N 6 10.0
4002-C12 12" 10.0
_ . 4002-C18%* 18" 10.0
combination inspect angle
4002-C30* 30" 10.0
@_J’Ii 4002-D* 90°/90°/90°/90° 75.0
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30°+5°=35° 30°-5°=25° Angle (a) Total Quantity

1°,3° 9% 27°,41°, 1,

4002-13* | 3\, 9, 27", 6", 18", 30", 13
= Accuracy: 2" 90°/90°/90°/90°
= To inspect protractor, taper gage, index plate, index head and goniometer, om0 £o A0 mmo Ao
can also be used to set angle * 1%, 3%, 5°, 15°, 30°, 45°,
4002-15 1,3, 5, 20', 30, 6", 12", 15

= Made of special alloy steel, hardness HRC64, high stability, wear resistance

and easy combination

= Can be combined to any angle with interval 6 seconds after combination

(6", 12", 18", ..., 360°)

30", 90°/90°/90°/90°

*
Supplied with manufacturer inspection certificate
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