
www.ebro.com

Data Loggers
ebro® offers data loggers for many different applications:

Operation and Process qualification Routine control / Mapping Room Monitoring and Process control

Description:

•	 Highly accurate temperature, pressure, humidity 
and conductivity data loggers for thermal 
validation processes

•	 Wide range of probe types and configurations

•	 Wireless data loggers for real time monitoring

•	 Data loggers for low space

Description:

•	 Highly accurate temperature, pressure, humidity 
and conductivity data loggers for thermal 
process control

•	 Electronic Bowie&Dick-Test according to 
ISO 17665 and EN 285 / EN 13060

•	 Data loggers for low space

•	 Data loggers for regular process controls

Description:

•	 Highly accurate temperature, pressure and humidity data loggers

•	 Standard temperature and humidity data loggers with automatic 
PDF report generation

•	 Wireless system to monitor temperature and humidity

•	 Multichannel Thermo Couple temperature data loggers

Applications:

•	 Process validation in steam sterilizers, 
autoclaves, in the production of canning, a.s.o.

•	 Process validation in washer-disinfectors and 
washer-disinfectors for endoscopes

•	 F0-value and A0-value calculation

•	 Process validation in low temperature sterilizers 
such as EtO, LTSF and H2O2

Applications:

•	 Routine control in steam sterilizers and 
autoclaves

•	 Routine control in washer-disinfectors and 
washer-disinfectors for endoscopes

•	 Routine control at canning

•	 Mapping

Applications:

•	 Room monitoring

•	 Transport and storage monitoring

•	 Clean room and freezer monitoring
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Mini Temperature / Pressure Data Loggers EBI 11 Series

General technical specifications: valid for all EBI 11-P logger types
Operating temperature 0 °C  ... +150 °C (+32 °F ... +302 °F)

Accuracy: temperature ±0.1 °C (0 °C … +150 °C)

Accuracy: pressure ±15 mbar (0 mbar ... 4,000 mbar) 
±20 mbar (4,000 mbar ... 10,000 mbar)

Time accuracy (24h) < 5 sec

Resolution: temperature 0.01 °C

Resolution: pressure 1 mbar

Data memory 7,500 measurement values per channel

Sensor: temperature Pt 1000, Class A

Sensor: pressure Piezoresistive (temperature compensated)

Sampling rate 1 sec ... 24 h

Measurement mode •	 Endless measurement
•	 Start- / Stop measurement
•	 Measure upon start time
•	 Start immediately until end of memory

Storage temperature 0 °C ... +60 °C (+32 °F ... +140 °F)

Max. operating pressure 20 bar (abs.)

Battery Lithium, 2x BR1225A, 3V, user replaceable

Dimensions (Ø x H) 16,5 mm x 48 mm*

Weight Approximately 45 g *

Housing material Stainless Steel (V4A)

Protection class IP 68 

Certificate Factory calibration certificate

* Dimensions and weight may be differerent depending on the type.
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Type Description Part No. 
EBI 11-P100 Without pressure connector 1340-6295

EBI 11-P100 Mini Temperature / Pressure Data Logger
internal sensor

•	 1 internal temperature sensor
•	 1 internal pressure sensor

Type Description Part No. 
EBI 11-P111 Luer-Lock connection 1340-6296

EBI 11-P111 Mini Temperature / Pressure Data Logger
Luer-Lock connection

•	 1 internal temperature sensor
•	 1 internal pressure sensor

Technical Data
Measurement range: temperature 0 °C ... +150 °C (+32 °F ... +302 °F)

Measurement range: pressure 1 mbar ... 10,000 mbar

Data memory 2 x 7,500 measurement values

Factory calibration certificate 0 °C, +60 °C and +134 °C 
100 mbar, 3100 mbar, 6000 mbar at +25 °C and 
3100 mbar at +134 °C

Technical Data
Measurement range: temperature 0 °C ... +150 °C (+32 °F ... +302 °F)

Measurement range: pressure 1 mbar ... 10,000 mbar

Data memory 2 x 7,500 measurement values

Factory calibration certificate 0 °C, +60 °C and +134 °C 
100 mbar, 3100 mbar, 6000 mbar at +25 °C and 
3100 mbar at +134 °C
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Type Description Part No. 
EBI 11-TP110 M5 thread 1340-6297

EBI 11-TP110 Mini Temperature / Pressure Data Logger
M5 thread connection

•	 1 internal temperature sensor
•	 1 internal pressure sensor

Technical Data
Measurement range: temperature 0 °C ... +150 °C (+32 °F ... +302 °F)

Measurement range: pressure 1 mbar ... 10,000 mbar

Data memory 2 x 7,500 measurement values

Factory calibration certificate 0 °C, +60 °C and +134 °C 
100 mbar, 3100 mbar, 6000 mbar at +25 °C and 
3100 mbar at +134 °C

38



Logger systems﻿

Xylem Analytics Germany Sales GmbH & Co. KG, ebro
Peringerstr. 10 ∙ 85055 Ingolstadt, Germany ∙ Phone +49 841 95478-0 ∙ Fax +49 841 95478-80 ∙ Email: ebro@xyleminc.com ∙ www.ebro.com

Accessories for EBI 11and 12

Set SI 3300 
for EBI 11

•	 4-port Interface IF 300 
•	 Software Winlog.validation
•	 USB connection
•	 Colored LED signalling programming, readout and incorrect 

development

Set SI 1300 
for EBI 11

•	 4-port Interface IF 300 
•	 Software Winlog.pro
•	 USB connection
•	 Colored LED signalling programming, readout and incorrect 

development

Set SI 1100  
for EBI 12 and EBI 11

•	 2-port Interface IF 100
•	 Software Winlog.pro
•	 USB connection
•	 Colored LEDs signaling programming, readout and incorrect 

development
•	 With antenna

Set SI 2100  
for EBI 12 and EBI 11

•	 2-port Interface IF 100
•	 Software Winlog.med
•	 USB connection
•	 Colored LEDs signaling programming, readout and incorrect 

development
•	 With antenna
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Type Description Part No. 
SI 1100 Set: EBI IF 100 interface and Winlog.pro software 1340-6061

SI 1300 Set: EBI IF 300 interface and Winlog.pro software 1340-6063

SI 2100 Set: EBI IF 100 interface and Winlog.med sofware 1340-6064

SI 3300 Set: EBI IF 300 interface and Winlog.validation 
software

1340-6069

AL 113 Battery changing set for EBI 11 1100-0120

AL 113L Battery changing set for EBI 11 1100-0125

AL 114 Can / bag adapter set for EBI 11-T230, EBI 11-T231 
and EBI 11-T233

1340-6298

AL 115 Bottle adapter set for EBI 11-T230 1340-6299

Sealing kit Sealing kit EBI11-Valiset 1340-0006

AL 114 can / bag adapter set  
for EBI 11-T230, EBI 11-T231 and 

EBI 11- T233

Battery change set AL 113  
for EBI 11  

Suitable for 3 battery exchanges; contains 6 
batteries, 3 O-rings with grease and chang-

ing tools.

Battery change set AL 113L 
for EBI 11 

Suitable for 10 battery exchanges; contains 
20 batteries, 10 O-rings with grease and 

changing tools.

Sealing kit EBI11-Valiset 
The set contains 5 seals. Developed for DAC 

universal and spypach dummy .

Bottle adapter set AL 115 
for EBI 11-T230
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